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Low-Voltage
Wall-Mounted

HYSL 3-6KW
Single Phase Hybrid



HYSL HYSL-3000 HYSL-3680 HYSL-4000 HYSL-5000 HYSL-6000

HYSL-3000

HYSL-3680

HYSL-4000

HYSL-5000

HYSL-6000



Low-Voltage
Wall-Mounted

Expansion Flexibility
10.44kWh modular design supporting 
parallel connection up to 8 batteries.

Easy Installation
Wall mounted or floor mounted, saving 
installation time and cost.

Perfect Compatibility
Compatible with most low voltage inverters 
in the market.

Safe & Reliable
Lithium Iron phosphate(LFP) cell only. 
BMS built in.

Environment Adaptability
Wider temperature range: -20°C~55°C. IP65 
protection class.

Long Lifespan
More than 15 years designed lifespan, more 
than 6000 cycles (0.5C, 25°C)

Product Advantages



Power wall Battery

PRODUCT SPECIFICATIONS

Performance Specification

General Data

Standard Compliance

Battery type

Total Energy Capacity

LiFePO4

10.44

45-57.6

90/140

96

586*805*197

-20~+35

Charge: 0~+55,  Discharge: -10~+55

2000

Natural convection

IP65

Wall-mounted/Floor standing

kWh

V

A

kg

mm

°C

°C

m

LFPWall-10k-V2 Unit

Battery modules voltage range
(Single phase system)

Max.Charging /discharging current

Weight 

Dimensions( L / W / D )

Storage Temperature(°C) 

Working Temperature Charge

Max. operating altitude

Cooling

System ingress protection rating

Installation method

MSDS,UN38.3,IEC62619,IEC 60730,IEC61000,CEI 021Standard

2

20

9.22

14.34

192

3

30

13.82

21.50

288

4

40

18.43

28.67

384

5

50

23.04

35.84

480

6

60

27.65

43.01

576

7

70

32.26

50.18

672

8

80

36.86

57.34

768

Number of battery in parallel**

Total energy capacity (kWh)

Max.Charging power (KW)

Max.discharging power (KW) 

Total weight (kg)

• * Test conditions:95% depth of discharge, 0.5C rate charge & discharge averagely at 25°C

• ** The data in the table is based on the combination of LFPWall-5000 as an example, with a ground /wall-mounted installation.



DC SwitchFire-control
inside of pack

Handle Design

Battery
10.44kWh
Energy capacity

1 - 8
Batteries connection in parallel

10 – 40kWh~
Batteries capacity range

Heat Module

Low-Voltage
Wall-Mounted

LFPWall-10k-V2 new version adopts A grade cellsHighly integrated 
PACK, with special design ofmodule, which achieves high-temp.resis-
tance andmutil-protection of battery.


